CHANGING A CARTRIDGE 


Do not change the cartridge without updating the computer memory with the new cartridge 
directory data. If a cartridge is removed and a new cartridge installed after the system is 
operating, the operating system must be made aware of a cartridge change. The operating 
system may NOT read the directory before doing a disk operation. It uses the directory from the 
computers memory, NOT the directory on the new cartridge that has been inserted. 


CAUTION: If a cartridge is changed without updating the system's memory with the new 
directory, corruption of data may occurr. 


PRECAUTION: Reboot the operating system after any cartridge change to insure that the 
operating system is aware of the cartridge change. 


OPERATING SYSTEM VERSIONS 


Avoid the use of different versions of operating systems (Example: DOS 2.1 & DOS 3.3). Using 
two different versions of the operating system can lead to corruption of data. 


CARTRIDGE WRITE PROTECT INDICATOR 


The Cartridge Write Protect Indicator is located on the front of the Cartridge. WhenaCartridgeis 
“write protected”, the indicator shows red, and data cannot be written on the Cartridge and 
existing data cannot be erased. 


INDICATOR MODE ‘CONDITON 
RED Write Protect Read Only 
CLEAR Not Write Protect Read and Write 


The write protect mode can be changed by rotating the write protect selector with a small 
screwdriver or coin. 


SQ400 DISK DRIVE FRONT PANEL LIGHTS 


This table indicates the meaning of the Front Panel Lights and the recommended action. 


LIGHT STATUS DRIVE CONDITION 


FF No cartridge loaded 
Stop button pushed 
Power failure 


OPERATOR ACTION 


Load cartridge 
Push load lever to the left 
Check system power 


ie) 


NORMAL OPERATION 


POWER UP CYCLE 


Red - Flashing /Green Off 
for about 5 seconds 


Cartridge installed 
and drive powering up 


No action required 


Red - Steady/Green Off 
for about 15 seconds 


Diagnostic Self- 
Test running 


No action required 


OPERATION 


Green - Steady/Red Off Ready, but not selected No action required 


Green - Steady 
Red - Flashing 


POWER DOWN CYCLE 


Ready, data being 
stored or retrieved 


No action required 


Red - Flashing/ 
Green Off 


Stop/Start button 
pressed, drive 
Powering down 


Wait 10 seconds until 
red flashing stops, 
then remove cartridge 


ABNORMAL OPERATION 


Red and Green 
both flashing 


Drive has failed Retry or correct fault 
condition (refer to Users 


Manual) 


Green flashing with 
Red off 


Red flashing with 
Green off 


Drive failed portion 

of Power up sequence 
(Possible unformatted 
cartridge) 


D.~'e failed portion 
of! ower up sequence 
\ oscible defective) 


If problem occurs, refer to 
User's Manual 


If problem occurs, refer to 
Users Manual 


